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ALPINE WHITE TANNING 
 

White Tanning Agent 
 

Appearance                                   : Colorless, clear liquid 

Characteristics                              : Phosphine-based tanning agent                                                    

Concentration (%)                        : 21,0 ± 1,0 

pH Value (10 % in water)              : 4,0 - 5,0 

 
PROPERTIES AND APPLICATION: 

 
- Alpine WHITE TANNING is a tanning agent used in wet white systems. While it gives fullness, 

tightness and smooth surface to leather, at the same time provides good dyeability properties.   

- In leathers treated with Alpine WHITE TANNING, shrinkage temperature is over 80 °C.  

- It is a very powerful natural oil distributor with its chemical structure and has fire retardant properties.  

- Product penetrates to all kinds of leather easily and shows good distribution.  

- Alpine WHITE TANNING is suitable for the production of automotive, upholstery, garment and sports 

shoes leather.  

 
Recomended usage rates: 
 
In the production of garment leather, on the pickle weight             3,0 – 5,0 % 
 
 
STORAGE : 
 

In a cool and dry place in original packaging, can be stored for a period of one year. Product must be 

protected from excessive heat and cold. 

 
PACKAGING : 
 

120 kg drums. 
 
 
 
 
 
 
Technical information and recommendations contained herein, is reliable, but conditions and methods of use of our products are beyond our control 
not imply any warranty. We recommend to use to our customer after identified our products and the suitability of proposals of use. Tips on the use of 
our products be interpreted in terms of encouraging infringement of patent rights of others. 


